SIDEWALK BICYCLE RACK PLACEMENT GUIDELINES

RECOMMENDED CLEARANCES IN FEET [MINIMUM FEET IN BRACKETS]

Buildings

Sidewalk

- FIRE HYDRANT / STAND PIPE
- CURB CUT OR DRIVEWAY
- TREE (WELL) OR STREET LIGHT POLE
- MAILBOX, NEWSRACK, OR TRASH CAN
- BIKE RACK

Sidewalk

- YELLO W ZONE
  (commercial)
- BLUE ZONE
  (accessible)
- GREEN ZONE
  (short-term parking)
- WHITE ZONE
  (5-minute stopping)

- PEDESTRIAN THROUGHWAY CLEARANCE
  (between parked bike and building or café seating)

Near-Side Bus Zone

- COMMERCIAL
- RESIDENTIAL

Far-Side Bus Zone

- COMMERCIAL
- RESIDENTIAL

Sidewalk Width

- BUILDING OR CAFÉ SEATING
- DOOR ENTRANCE OR STAND PIPE

Buildings

NOT TO SCALE. IMAGES ARE FOR ILLUSTRATIVE PURPOSES ONLY. REVISED OCTOBER 2016.

Bike racks shall not be installed on top of utility vaults but may be directly adjacent to them.